Pipe Fittings —
Tee-Branches

Logan Tee-Branch Spurs are carefully attached to the barrels and will correspond
in every way to the dimensions specified for pipe of the same size.

A wide variety of Double Tees are also available. Please call our customer
service department for availability and shipping information.

Tee-Branches not shown are available on special order or by adapting with
an increaser. Please call our office for assistance.

Barrel Spur Laying Approximate Dimensions Approximate Pack
Diameter | Diameter | Length A B Shipping Weight (Ibs.) | Data
4" 4" 2' 5" 41/," 23 42
. 4" . 5" 5" 44 30
6 5" 2 64" 6" 57 20
4" 514" 7" 64 24
8" 6" 2' 6'/" 7" 79 16
8" 7" 8" 83
4" 6" 8%4" 100
- 6" N 7" 817" 108 12
8" 9" 9" 110
10" 9%/4" 9" 120
4" 7" 10" 151
6" 8" 9'/2" 153
12" 8" 2' 91" 9'/2" 159 8
10" 11" 10'/2" 165
12" 117/4" 10%/4" 190
6" 8%/4" 114" 315
8" 10/4" 12" 318
15" 10" 3 13" 14" 323 4
12" 12" 12" 3
15" 157" 14'/," 383
6" 9" 13%/4" 454 4
8" 117" 13%/4" 475
\ 10" . 119" 14%," 480
2 12" e 127" 12 493 )
15" 16'/4" 16" 511
18" 16'/4" 15'/>" 538
6" 10" 16'/4" 617
. 8" . 12" 16'/2" 625
2 10" 3 13" 164" 635 each
12" 14'/" 15" 640
6" 117/" 16%/4" 742
8" 117/" 17'/4" 747
24 10" 2 1%, 17" 772 each
12" 12" 181/2" 852
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