Pipe Fittings —
Wye-Branches

Logan Wye-Branch Spurs are carefully attached to the barrels at an angle of
60° and will correspond in every way to the dimensions specified for pipe
of the same size.

A wide variety of Double Wyes are also available. Please call our customer
service department for availability and shipping information.

Wye-Branches not shown are available on special order or by adapting
with an increaser. Please call our office for assistance.

Barrel Spur Laying Approximate Dimensions Approximate Pack
Diameter | Diameter | Length A B Shipping Weight (Ibs.) Data
4" 4" 2' 8'/4" 6°%/4" 25 42
o 4" ” 9'/s" 8" 45 30
6" 12'/4" 10'/>" 70 20
4" 9" 9'/s" 66 24
8" 6" 2' 12" 104" 80 16
8" 143/4" 123/4" 90
4" 117/4" 12" 105
. 6 ” 123/4:: 111/4: 125 12
8 16'/4 143/ 130
10" 18'/4" 16" 150
4" 12" 13" 151
6" 134" 14/," 159 8
12" 8" 2' 17" 16'/4" 173
10" 19'/4" 17" 185
12" 184" 191" 230 4
6" 141" 132" 320
8" 17" 16'/2" 325
15" 10" 3 197" 18" 328 4
12" 21" 20" 346
15" 28'/4" 26'/4" 430
6" 16" 17'/4" 463 4
8" 174" 18" 480
- 10" . 20'/4" 211" 482
12" 22'/>" 20/4" 489 2
15" 24" 243/4" 510
18" 32" 29'/4" 590
6" 19'/4" 227" 680
; 8" . 18" 21" 614
21 10" 3 237" 22" 617 each
12" 23" 19'/" 632
6" 17'/" 19'/4" 747
" 8" : 18'/2" 211" 772
24 10" 3 223/4" 26'/4" 780 each
12" 21" 243/4" 797
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